


TWIN % STAR

TECHNICAL SPECIFICATIONS

DIMENSIONS

# Canister Height - 43"

# Canister Diameter - 19"
# Access Door - 20" ¥ 11.5"
# Overall Height - 55"

TIMER
# Field-tested integrated timer

VACUUM

w 2 motors, 100 cfm per motor
o 7.6 amps per motor

# 15.2 total amps

“ 89 inches of water lift

VAC HOSE

* Rugged 2" in diameter
# 15ft. long with user-friendly
rotating nozzle

FILTRATION

# Single super filtration bag with
18 sq. ft. of filtration area

AIR HOSE

W 25 ft of %" reinforced wire
# Single-braided hose rated at
2750 psi

COIN MECHANISM
# Mechanical Coin Acceptor

CONSTRUCTION

# 5Solid Stainless Steel. Formed, Welded
w Canister: 18 gauge, 304 stainless steel
with #3 polish
w Vault Box: 12 gauge, hinged
compartment, 304 stainless steel with
#3 polish
ELECTRICAL REQUIRMENTS

# National Electric Code - 20 amp
circuit

SECURITY FEATURES
# Spring-loaded, single-closure,

locking vault
w Meter readings for usage verification

SIGNAGE
# User-friendly decals with step-by-step
instructions and safety advisories

INFLATOR GAUGE

# 10-90 psi gauge with 2 psi incremental
markings




